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Simmons Extra Large Sink M105 
The SIMMONS M105 sink offers the ideal solution when a large capacity lab sink is required.   

M105 Data 

• Internal Bowl Size: 1000 x 500 x 400 mm (length x width x depth). 

• Weight: 30 kg. 

• Capacity: 180 litres. 

• Fitment type: Drop-in or undermount.  Please note that because of the potential 
weight of the sink when full, it requires additional support (see below) 

Drop-in Fitment 

Fitted from above and bonded into a  suitable 

rebated cut out. 

Undermount Fitment  

Screwed and bonded on the underside of the 

worktop below a suitable cut-out. 

Additional  
support 

Additional  
support 
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SIMMONS - Premier Select Sinks 

Premier      

Select Ref. 

Previous         

Ref. 

Internal Size / mm (inches) Nom. Flange          

Thickness 

Nom.        

Weight 

Worldwide Select Sinks   

S5 SA5DIA 356 x 254 x 152mm  (14" x 10" x 6") 7mm (¼”*) 4Kg (8.8lb) 

S15 SN9DIA1 406 x 305 x 203mm  (16" x 12" x 8") 7mm (¼”*) 6Kg (13.2lb) 

S25 SM8DIA1 456 x 380 x 216mm  (18" x 15" x 8½") 7mm (¼”*) 7Kg (15.4lb) 

S30 SM8XDIA1 456 x 380 x 296mm  (18" x 15" x 11¾") 7mm (¼”*) 8Kg (17.6lb) 

S50 SPL14DIA 610 x 406 x 203mm  (24" x 16" x 8") 7mm (¼”*) 10Kg (22lb) 

S51 SPL14X 610 x 406 x 300 mm (24" x 16" x 11.8") 7mm (¼”*) 12kg (26.4lb) 

S55 SVL15DIA 635 x 381 x 254mm  (25" x 15" x 10") 7mm (¼”*) 11Kg (24.2lb) 

S59 SFL18DIA 711 x 381 x 300mm  (28" x 15" x 11¾") 7mm (¼”*) 12Kg (26.4lb) 

S70 SPL14XD-DIA 610 x 406 x 400mm  (24" x 16" x 15¾")  7mm (¼”*) 15Kg (33lb) 
 

Drop-in Sink and Drainer Units 
SD15 SD15DI 860 x 345mm / bowl 406 x 305 x 203mm 

(34” x 13¾” / bowl 16” x 12” x 8”) 

7mm (¼”*) 9kg 

(19.8lb) 

SD55 SD55DI 1067 x 423mm / bowl 635 x 381 x 254mm 7mm (¼”*) 14kg 

 1  To conform to worldwide markets, some dimensions will vary slightly from previous equivalent metric version of these sinks.   

          

Metric Select Sinks 
M2 SGS2DI 260 x 110 x 150mm (10¼” x  4⅓“ x  6” 7mm (¼”*) 1.5Kg (3.3lb) 

M3 SDS5DIA 300 x 200 x 200mm  (11¾" x 8" x 6") 7mm (¼”*) 3Kg (6.6lb) 

M6 SQ6DIA 300 x 300 x 200mm  (11¾" x 11¾" x 8") 7mm (¼”*) 4Kg (8.8lb) 

M7 SS6DIA 350 x 300 x 200mm (14" x 11¾" x 8") 7mm (¼”*) 5Kg (11lb) 

M10 SGL10DIA 400 x 400 x 300mm  (15¾" x 15¾" x 11¾" ) 7mm (¼”*) 8Kg (17.6lb) 

M16 SEL16DIA 600 x 450 x 300mm (23½” x  17¾” x  11¾" ) 7mm (¼”*) 12.5Kg (27.5lb) 

M105 N/A 1000 x 500 x 400mm (39⅓” x 19¾” x  15¾”) 9mm (0.35”) 30kg (66lb) 

 All Inch measurements shown are rounded to the nearest ¼”.  *Flanges are a little over ¼” (0.276”).     

Simmons Premier Select epoxy resin sinks offer our most versatile solution for efficient  stocking and fitting of 

laboratory sinks. Produced using a low pressure moulding process, this core range of sinks is designed so that 

the same sink can be fitted using both: 

 Sinks in the range have the waste outlet located unobtrusively to the 

right rear corner.   

 Sinks are moulded with a smooth, hardwearing surface which is easy 

to clean and decontaminate.  

 They are light and easy to handle. 

 Supplied boxed with a waste fitting 

 Further details can be found at epoxyworktops.com 

 

Drop-in Fitment 

Fitted from above and bonded into a  

suitable rebated cut out . 

Undermount Fitment  

Screwed and bonded on the underside 

of the worktop below a suitable cut-out. 


